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- Sabco

Unique Installation Ready for use with
« The system only requires 400mm fixing centres to achieve the |_ ED S‘“‘ | p |_| g h’[ | ﬂg -

15k rating therefore saving valuable time on site
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By enconporating & 12mm x 3mm housing into the bottom of the

» Easy alignment of the glass during installation with up 1o clams you can now bring your bakustrade design to Ife by adding

+/-15mm adjustment available either side at 1100mm high LED strip lighting into the system with ease
= Once the first panel & comectly installed the adjoining parels can Simiply space the clamps and then prior to adding the glass you Install
then be easily aligned. the LED strip. Onice glass Is installed the LEDs will be perfectly centrad

below. This helps tha light travel up though the glass.

= Tightening is completed via tors screws and can be done with an
electric screwdriver - again speeding up the install time. Aease note some glass types are better suited for Bghting - plesse
discuss with your glass supplier

* 12mm x 3mim LED Strip Housing incorporated into clamp base.
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LED Strip by others

* The kit includes removable covers to allow the placement of the
channel withouwt risk of damaging the finish.

* Base and face mount with same channel.

» Covers can simply be fitted at the end of the install with M tape
(already mounted to covers).

Clamp witth LED strip Installed,
" D strip by othears
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Floor fixing
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15mm
Monolithic

16.9mm
Laminated (5GP

19mm
Monalithic

20.76mm
Laminated (DG41)

20.9mm

Laminated (5GP

21.52mm
Laminated (FVE)

21.52mm
Larminated (EVA)

Base Mount

0.74 KhN/m

v/
v

1.5 kN/m
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Side Mount

0.74 kN/m

v/

v
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1.5 kiN/m
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lest Data  AREBOYED

to BS 6180
(Glass sizes and types are shown with the maximum
achieved kN/m rating in accordance with BS EN 6180:2011
which requires any instantaneous deflection to be no more
than 25mm.

Glass panels can be a maximum of 2500mm wide x 1100mm|
high. The 20.9 Laminated (SGP) glass can theoretically keep
within BS EM 6180:201 requirements at a height upto
1600mm but this has not been officially tested.

Further details are available upon request.




\ 4

PLATINUM

Sabco

ANY QUESTIONS - PLEASE CONTACT OUR SALES TEAM ON:
01924 601044
SALES@PLATINUMSD.CO.UK




